
Standard Printer
TTP247 . TTP345

TSC TTP-247 thermal transfer desktop 
barcode printer series delivers more 
performance for the price than any 

other printer in its class.

APLICATIONS

• Business/Ofice

• Product Marking

• Compliance Labeling

• Asset Tracking

• Document Management

TECHNICAL SPECIFICATIONS
TTP247 TTP345

Technology Thermal transfer / Direct thermal 

Print Head Type Flat

Resolution 203 dpi 300 dpi

Print Width 108 mm (4.25“) 106 mm (4.17“)

Print Length Max. 2286 mm (90“) Max. 1016 mm (40“)

Print Speed 178 mm (7”)/second 127 mm (5”)/second

Interface USB 2.0, RS-232, Centronics.

Barcodes Code 39, Code 39C, Code 93, Code 128UCC, Code 128 subsets A, B, C, Codabar, Interleave 2 of 5, 

EAN-8, EAN-13, EAN-128, UPC-A, UPC-E, EAN and UPC 2 (5) digits add-on, MSI,  PLESSEY,  POSTNET, 

RSS-Stacked, GS1 DataBar, Code 11.

2D Codes DataMatrix, PDF-417, Maxicode, QR Code, Aztec.

Optional Peel-off module, Guillotine cutter (full cut or partial cut), Internal Ethernet 10/100 Mbps, Bluetooth 

module (serial interface), External 802.11 b/g/n wireless module (serial interface), External roll 

mount, media OD. 214 mm (8,4”) on a 1” or 3” core, 3” core label spindle, KP-200 Plus keyboard 

display unit, KU-007 Plus programmable smart keyboard.

External labels holder Additional

Dimensions 213 mm (W) x 188 mm (H) x 314 mm (D) 

Safety Regulations FCC Class B, CE Class B, C-Tick Class B, UL, CUL, TÜV/Safety, CCC

TSC TTP-247 runs at an impressive 7 ips, printing up to 4 inches wide at 203 dpi resolution and 5 ips with 300 dpi version. TTP-247 

series printers operate at lower torque, reducing noise, decreasing wear and tear, and extending printer life. 

TTP-247 user-friendly design makes it easy for operators to load and unload ribbons, and its 300-meter capacity is more than four 

times the industry-standard length for desktop printers.

• Shelf-Labeling

• Shipping/Receiving

• Specimen Labeling

• Inventory Control

• Patient Tracking


